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Execute application program on computer system 
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Access SAN devices information 
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Load code modules referenced by the SAN 
devices information accessed in step 304 into the 
address space of the application program 



Use the code modules loaded in step 306 
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Receive signal indicating that the SAN devices 
information has been modified and/or code 
modules referenced by the SAN devices 
information have been modified 
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Determine code modules to be deleted from the 
address space of the application program 



Delete the code modules determined in step 312 
from the address space of the application program 



Determine code modules to be loaded into the 
address space of the application program 



Load code modules determined in step 316 into 
the address space of the application program 



Use the code modules loaded in the address 
space of the application program 
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From step 306 in Fig. 3 













Build a mapping between SAN device identifiers 
referenced by the SAN devices information and 
corresponding code modules loaded in the 
address space of the application program 
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Discover devices coupled to the SAN 
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For SAN devices discovered in step 404 and 
supported by the application program, use the 

mapping built in step 402 to determine code 
modules corresponding to the discovered SAN 
devices 
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Instantiate objects for the discovered SAN devices 
using the code modules corresponding to the SAN 
devices 
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Use the objects instantiated in step 408 to perform 
SRM tasks on devices associated with the 
instantiated objects 
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From step 318 in Fig. 3 



Modify the mapping information (hash map) 






Discover devices coupled to the SAN 
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For SAN devices discovered in step 504 and 
supported by the application program, determine 
code modules corresponding to the discovered 

SAN devices using the mapping information 
generated in step 502 



1 




Instantiate objects for the discovered SAN devices 
using the code modules corresponding to the SAN 
devices 
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Use the instantiated objects to perform SRM tasks 
on devices associated with the instantiated 
objects 
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Back to step 310 in Fig. 3 
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